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ROLL GROOVED SIGHT GLASS ASSEMBLIES 
CROSS STYLE  

FEATURES 

• Double Sided View as required 

• Roll Grooved Cross Style – Supplied with All Couplings 

• Style: Inline Grooved Body with Equal or Reducing Cross 

• Viewing Glass: Acrylic Viewing Glass 

• 2100kPa Ambient Temperature Working Pressure 

• Couplings –Painted Red on HD Gal 

TECHNICAL DATA 

• Code:   FFFS-SGA-(size DN) 

• Size Range:  DN50 – DN200 

• Material:  Ductile Iron 

• Coating:   Body Hot Dipped Galvanised 

DIMENSIONS 

CODE DESCRIPTION O/A 

LGN mm 

Weight kg 

FFS-SGA-50 DN50 RG Sight Glass Assy 140 5.7 

FFS-SGA-65 DN65 RG Sight Glass Assy 180 7.4 

FFS-SGA-80 DN80 RG Sight Glass Assy 190 9.5 

FFS-SGA-100 DN100 RG Sight Glass Assy 205 17.5 

FFS-SGA-150 DN150 RG Sight Glass Assy 285 22.0 

FFS-SGA-200 DN200 RG Sight Glass Assy 360 40.0 

 

MECHANICAL TEE STYLE 

FEATURES 

• Retrofit to Existing Pipework 

• Mechanical Retrofit Bolt on Style (c/w Two Mechanical Tees, Two Sight Glasses and Two Couplings) 

• Viewing Glass: Acrylic Viewing Glass 

• Couplings – Approved Red on HD Gal 

TECHNICAL DATA 

• Code:   FFS-SGA-MT(sizeDN)(size DN) 

• Size Range:  DN80x50 – DN200x100 

• Coating:   Body Hot Dipped Galvanised 

• Working Pressure: 2100 kPa 

DIMENSIONS 

CODE DESCRIPTION 

FFS-SGA-MT8050 DN80 x 50 RG Sight Glass Assembly 

FFS-SGA-MT10050 DN100 x 50 RG Sight Glass Assembly 

FFS-SGA-MT15050 DN150 x 50 RG Sight Glass Assembly 

FFS-SGA-MT150100 DN150 x 100 RG Sight Glass Assembly 

FFS-SGA-MT200100 DN200 x 100 RG Sight Glass Assembly 

 


